
DATA SHEET

Ÿ 2MP+2MP, enjoy HD image quality

Ÿ Max. 350° vertical view, Max. 150° 
horizontal view, support 6 preset 
positions

Ÿ Support up to 256GB TF card storage 
which ensures safe storage of video 
data

Ÿ Support MIC and speaker, two-way 
audio

Ÿ Support both white light and infrared 
light, B/W mode and full color mode can 
be adjustable in APP

Ÿ Achieve active defense. The device can 
sound an alarm and turn on a light when 
someone breaks into the monitoring 
area

Ÿ Supports customizable motion zone, 
monitor the areas you care about most 
and receive more accurate alerts as 
push notifications on mobile phones

Ÿ Smart human detection. Set activity 
zone and get Instant push notification for 
more active deterrence

Ÿ Support remote monitoring on mobile 
phones to view the live video anytime, 
anywhere

Ÿ IP65, 4000V lightning protection, anti-
surge

Ÿ Formed by one bullet camera offering 
fixed view and one PT camera smartly 
tracking moving targets

Features:
Specification

Pixel

Sensor

Lens

Resolution

DNR

Video Compression

Audio Compression

Wireless Network

Storage

Audio Function

Horizontal View

Vertical View

RJ45 Port

Min. Illumination

LEDs

Fill Light Distance

Power Supply 

Power Consumption

Working Environment

2MP+2MP

1/2.9” CMOS Sensor

Bullet: 4mm fixed lens  PT Dome: 8mm fixed lens

Mainstream：1920*2160；Substream：800x896

3D DNR

H.264/H.265, Support 2 streams

AAC, G.711

Dual Band Wi-Fi(5 GHz /2.4 GHz) 802.11b/g/n

Support TF card storage(Up to 256G)

2-way Audio

Max. 350° 

Max. 150°

10-100M adaptive

Color: 0.1Lux, B/W: 0.01 Lux

IR+ white light multi-LED (12pcs for PT dome, 4pcs for bullet)

IR 20~30M，Spotlight 15~20M

DC 12V/1A

≤15W

0 0Temprature:0  - 50  Celsius, Humidity:≤95% RH

SI-WIFI-008
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