
Ÿ Comes with Wire Output which makes 
CCTV installation hassle free. It is suitable 
to power 4 cameras.

Ÿ 4ch SMPS for 4 Cameras.

Ÿ Wire Output for Hassle free Installation.

Ÿ Led indicator for each channel shows the 
functional status.

Ÿ Metal Body made from CRCA Sheet with 
Powder Coating.

Ÿ Overload and Over Current Protection.

Ÿ Short Circuit Protection.

Ÿ Unique and attractive Design with 
Ventilation for heat dissipation.

Key Features

4 Channel

CCTV POWER
SUPPLY

Specification

AC Input Voltage

DC Output voltage

Rated Power

Ripple & Noise (max.)

Device

Device(frequency)

VDS Voltage

Line Regulations

Load Regulations

SCP

OPP, OCP

OVP

Line UV

OV

Efficiency (Typ.)

Frequency Range

Storage Temperature

150~265VAC

12VDC

30W

138mV(max)

Primary-Side Regulation

132KHz

610V(max)

±1%

±5%

Output short-circuit protection

Output overload/over-current protection

Output overvoltage protection, auto-restart or latching

Line brown-in/out protection

Line overvoltage shutdown extends line surge withstand

83%

47~63HZ

0-50°C

AC150-265V
iNPUT VOLTAGE

12V DC
OUTPUT VOLTAGE

POWER
LOW POWER

CONSUMPTION

HIGHLY
EFFICIENT

DATA SHEET
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