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Interfaces

Transmission Media

Dimension

Level of Protection

Forwarding Mode

Switch Capacity

Packet Forwarding Rate

Buffer

MAC Address Table

PoE Budget

Input Voltage

Mounting

Environment

Certification

IEEE802.3, IEEE802.3u, IEEE802.3ab, IEEE802.3z, IEEE802.3x, IEEE802.3af/at

16 * Link/Act LEDs, 1 * G1 LED, 1 * G2/SFP2 LED, 

1 * PoE-MAX LED, 1 * Power LED

16 * 10/100 Base-TX Ethernet ports (Data/Power)

2 * 10/100/1000 Base-T Ethernet ports (Data)

1 * 1000 Base-X SFP port (Combo)

Recommended: CAT5/5e UTP or better

294.0mmx178.8mmx44.0mm

Lightning protection for ports: 6kV

Lightning protection for power: 6kV

ESD: 

Air discharge: ±10kV

Contact discharge: ±8kV

Store-and-forward

7.2 Gbps

5.36 Mpps

1.25Mb

4K

Single port: AF: 15.4W, AT: 30W

Whole device: 130W

100-240V AC 50/60Hz

Desktop mounting: support

Wall mounting: support

Rack mounting : support
0 0 0 0Operating Temperature: 0 C~45 C, Storage Temperature: -40 C~70 C

Operating Humidity: 10%~90% non-condensing, 

Storage Humidity: 5%~90% non-condensing

FCC, CE, RoHS

SpecificationSP-P1611G-150W

Features:

• Comply with IEEE802.3, IEEE802.3u, 

I E E E 8 0 2 . 3 a b ,  I E E E 8 0 2 . 3 z , 

IEEE802.3x, IEEE802.3af/at standards.

• 16*10/100 Base-TX Ethernet ports 

(Data/Power), 2*10/100/1000 Base-T 

Ethernet ports,1*1G SFP Port.

• 4K MAC address and MAC address 

auto learning.

• IEEE 802.3x full-duplex flow control and 

half-duplex backpressure flow control.

• 7.2 Gbps non-blocking wire-speed 

forwarding backplane bandwidth.

• The maximum output power of a single 

PoE port: 30 W, the maximum output 

power of PoE of the whole machine: 

50W.

• Support 250m network extension, 1-2 

ports are high priority ports.

• Desktop and wall-mounted design, plug 

and play.

One-Key VLAN & Network extension
One-key dialing enables extension and 
VLAN isolation modes. The longest 
transmission distance can reach 250 
meters.

4KV Lightning Protection
Provide 4KV high-level l ightning 
protection. PoE supports short-circuit 
and overload protection; power supply 
supports over-temperature protection 
and over-voltage protection.

Dual Port 10/100M Uplink
Provide 2*10/100 uplink ports, which can 
be connected to NVR and router at the 
same time, local monitoring and cloud 
monitoring at the same time.

QoS Priority
Device 1-2 ports support QoS priority, 
when network congestion occurs, priority 
can be given to ensure stable and 
smooth transmission of important 
monitoring images.

Main Features

www.secureye.com

PoE Switch 

16 (10/100)+2 (GIGA UPLINK)
+1 (SFP), 150W
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