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SPECIFICATION

IP Video Input

DATASHEET

SIP-1S-VR8

8 CH x 720P/960P/1080P/3M/4M/5M/8M,RJ45 Interface

HDMI Output

1 CH,HDMI; Resolution: 1920x1080P/60Hz; 4K/30Hz

Video Compression

H.265, H.264

RoHS
€ FC

Recording /Playback

8*8M Recording,4*8M Playback

8*5M Recording,4*5M Playback

8*1080P Recording,4*1080P Playback

Video Resolution

720P,960P,1080P, 3M, 4M, 5M, 8M Recording

Frame Rate

PAL: 25 fps;NTSC :30 fps

Supported Browser

Video Bitrate

256 Kbps - 12.0 Mbps(@8M); 10.0Mpbs(@5M); 5.0Mbps(@1080P)

Stream Type

Audio/Video, Variable Rate(VBR), Constant Bit Rate(CBR)

Dul-Stream

Support

Audio Compression

G.711

Storage Type

1* SATA (Can be extended to four)

Storage Capacity

6TB In Max

Backup

USB Backup

Network Interface

RJ45 100M / 1000M Internet Interface

USB Interface

2 * USB2.0 Interface(Support Upgrade,Backup,Mouse)

Temperature

-10°C ~ 55°C

Operation System

Embedded Linux Operation System

Device Control

Remote Control & Mouse
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Power Input

12V I2A




