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FUNCTION

POE SWITCH

SPECIFICATION S-24GE-M-2UG-400W-Al-VLAN

Network Port 10/100/1000MbpsPoERJ45port(port 1~port24)
2 Gigabit SFP port(25 port-26 port)
Transfer Pattern Full wired-speed store-and-forward
Performance Bandwidth: 52Gbps(non-blocking)
Network delay(100to1000Mbps): maximum 20us(using 64 byte packet)
Network delay(1000to1000Mbps): maximum 10us(using 64 byte packet)
MAC address capacity:8K
Frames filter and transfer rate
10M: 14,880pps/port
100M: 148809pps/port
1000M: 1488095pps/port
Network protocol IEEE802.3ad,LACP
IEEE802.3u,Fast Ethernet
IEEE802.3ab,Gigabit Ethernet standard
IEEE802.3x,Full-duplex Ethernet data link layers
IEEE802.3af/at,Ethernet power supply POE standard
IEEE802.3az,EEE,Energy efficient Ethernet standard
IEEE802.3z,Gigabit Ethernet fiber-optic standards
POE Pin 1/2(+),3/6(-)
LEDs indicator Power,POE
Link/ACT,1000M
Power supply Total power: 250W(All PoE port,port1~port24)single port max 30W
Environment Operating Temperature: 00C~400 C(32°~104°F)
Storage Temperature: -400~700C (-1040~1580F)
Working Humidity:10%~90%(Non-condensing)
Storage Humidity: 5%~90%(Non-condensing)
CEClassB
FCCPart15,ClassB
VCCIClassB
O 10| C-Tick

Certifications CE, ROHS, FCC
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